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Flexible Duct

2” & HE Flexible Duct

Our flexible duct can be installed along joists,
in between walls or other space confined areas
quickly and easily delivering the air quietly with .
a sound absorbing inner core. Cut away showing the
Inner Core

The inner core is made of a double lamination
of foil laminate and clear polyester film which is
interlaced with a galvanised steel wire (.041) having
a 3/4” pitch.

The core is wrapped with fibreglass insulation T
certified “GREENGUARD” having a coefficient
of R4.2/R8.4 and is encapsulated by a metalized

Metallized Vapour Barrier Inner Core
vapour barrier reinforced with fibreglass string. P

Fibreglass Insulation

2”Flex 2”X10"AFD 2”X15"AFD 2” X 25 UFD HE Flex HE X10’AFD HE X15 AFD HE X 25’ UFD
2"R4.2 | 20020120010 | 20020120015 | 20020120025 HE R4.2 | 20062010010 | 20062010015 | 20062010025
Part # (4/Carton) (4/Carton) (1/Carton) Part # (2/Carton) (2/Carton) (1/Carton)
2" R8 | 20022120010 | 20022120015 | 20022120025 HE R8 | 20062030010 | 20062030015 | 20062030025
2 Flexible Duct Part # (2/Carton) (2/Carton) (1/Carton) HE Flexible Duct Part # (1/Carton) (1/Carton) (1/Carton)
exible Duc

Technical NO tes Our HE ducthasbeen designed asa direct

alternative for two 2” flex duct used in
UL Listed Air Duct, Class 1 the Hi-Velocity System. No changes are
Maximum rated velocity: 5000 ft/min and/or 25,4 m/s required to fancoil selection and main
Maximum rated positive pressure: 10 in. W.C. And/or 2.5 Kpa plenum duct sizing.
Maximum rated negative pressure: 0.5 in. W.C. And/or 0.12 Kpa
Maximum flame spread: 25 Flex Duct Outside Diametera
Maximum smoke developed: 50 2"R4.2 4.5"
Standard UL 181 2" R8 6.5
Standard CAN/ULC-S110M HE R4.2 5 5

HE R8 7.5”
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Helocity

AirPurification System
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Germ Free Living!

Designed specifically for use with the Hl-V_Elgg{sty product line, giving
consumers unsurpassed indoor air quality.

Three Powerful Technologies in One Air Purification System

e Electrostatic MERV-11* Filter Removes Allergans Electrostatically:
So small that they can only be seen with a microscope. Pollen, mold, fungal spores, dust mites, cockroach dust,
tobacco smoke and bacteria are but a few examples.

*“Photo-Catalytic Oxidation” Destroys Toxic Chemicals and Eliminates Household Odors:
Activated carbon, zeolite and potassium permanganate used by the best air purifiers can rapidly absorb large quantities
of toxic fumes, however this media quickly becomes saturated and slowly releases pollutants back into the air stream.
Photo-Catalytic Oxidation converts toxic compounds, even carbon monoxide and nitrous oxide, into benign constituents
such as carbon dioxide and water without wearing out or losing its effectiveness.

¢ Ultraviolet Light Kills Disease Germs on Contact
Ultraviolet light 10,000 times the intensity of sun light kills viruses and bacteria too small to be filtered out by a Hepa
filter. Ultraviolet technology combined with photo-catalytic oxidation is the most important feature in air purification
since germs are are easily spread from one person to another by central heating and air-conditioning systems.

Specifications - HE PS with Flange

Dimensions 25%4" X 173" X 10”

Weight 25 Lbs

Shipping Box 7.5 Lbs

Power 120v/60Hz/54 watts/1.1 amps

Fuse AGC 2 amps

Service Panel 12 vac.

UV Lamps (2) ESP LT 016

Titanium Catalyst 12,220 cells/4,583 Sq. In of Surface Area

Service Interval Replace Filter every 6 Months, UV Lamps every 12 Months

Filter ESP F1018 16” X 25” X 4" MERV-11 Electrostatic Needled Fiber Media
MERYV - 11 Electrostatic 56 Square Feet of Titanium

Surface Area

Particle Filtration

@Contaminated Y
i

D N .
WL& Full Length 23” Germicidal
/

UV Lamps with Aluminum
Reflectors

Runified

AigOut

—
*MERV = ASHRAE Standard for Mininmum Efficiency Reporting Value
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PWM Zoning

Pulse Width Modulation Controller

Unsurpassed Energy Efficiency

¢ Reduced energy usage with reduced airflow

* Dump zones, by-pass dampers not required, no energy penalty because of zoning

e With power draws of 120 watts/ton or .48 watts/cfm for cooling, .34 watts/cfm
heating and .23 watts/cfm for recirculation fan

Unique in the HVAC Industry

* Multi-zone capabilities

¢ Combines Inverter Drive Technology with Pulse Width Modulation
* Only draws the watts required for zones that are open

Easy field upgrade/change-over

Indoor Air Quality (IAQ)

e With recirculation fan, IAQ concerns are addressed, providing filtration, humidity
control, fresh air make-up and other IAQ concerns 24/7

“Set it and Forget it” Programming
¢ Field programming for Cooling, Heating, and Recirculation is Standard

* Mass flow programming will adjust power input for varying field conditions,
for maximum power efficiency

¢ Automatically adjusts to maintain constant pressure, for equal air on open zones,
from 5 tons down to 1/2 ton, without extra controls or wiring

Compatible with:

* Most Forced Air Zone Control Kits. Zoning control panels with a Recirculation Fan
option are strongly recommended, so as to utilize continuous air circulation for
optimal Indoor Air Quality (IAQ) and Energy Efficiency

¢ Inverter Drive Condensing Units

* High Efficiency Air Filters

Specifications & Sizing Pg. 9 - PWM Specifications



meeary  Quick Sizing Guide

Item Length Width Height

HE Fan Coils A B C
HE-50 H/BU 32 %6” (821mm) 14 %" (368mm) 18 V4" (6amm)

HE-52 H/BU 30 V5" (775mm) 18 2" (470mm) 14 V4" 362mm)
HE-70 H/BU 32 %6” (821mm) 19 %" (495mm) 18 V4" (6amm)
HE-100 H/BU 32 %6” (821mm) 25 V5" (648mm) 18 V4" (464mm)

LV-E Fan coils A B C
LV-E-1050 H/BU 32.5” (826mm) 19.5” (495mm) 18.5” (470mm)

LV-E-1750 H/BU 39” (991mm) 26 %" (679mm) 24 V4" (616mm)

Refrigerant Modules G E F J K
RPM-E-50 19 V4" (489mm) 14 %" 371mm) 18 4" 470mm) %" (9.5mm) 7" (22mm)
RPM-E-70 24 V4" (e16mm) 14 %" 371mm) 18 %2 (470mm) %" (9.5mm) 1 %" (35mm)
RPM-E-100 327 (813mm) 14 %7 (371mm) 18 14" (470mm) %" (9.5mm) 1 %" (35mm)

Hot Water Coils (6 Row) B D C H I
HWC-50 13 12" (343mm) 5 Y5 (140mm) 16” (406mm) %4” (19mm) %4” (19mm)
HWC-70/1050 19”7 (483mm) 515" (140mm) 16” (406mm) %" (19mm) %" (19mm)
HWC-100 25" (635mm) 51" (140mm) 16” (406mm) %4 (19mm) %4 (19mm)
HWC-1750 26" (660mm) 55" (aomm) | 22" (559mm) 1 94" (44mm) Y7 (19mm)

Heating Coil Add-on does not come as a module, it slides into the Hi-Velocity fan coil

Water Cooling Modules G E F J K
WCM-50 14 3%” (365mm) 10 8" 257mm) 18 4" 470mm) %" (19mm) %" (19mm)
WCM-70/1050 19 %" (492mm) 10 ¥8” (257mm) 18 2" (470mm) ¥%4” (19mm) ¥%4” (19mm)
WM-100/1050 25 %" (645mm) 7”7 (178mm) 18 %" 467mm) %" (19mm) %" (19mm)
WM-1750 26 4" (667mm) 8” (203mm) 22 %" (575mm) 1 %" 20mm) 1 %" 20mm)

Electrical Strip Heater D C B
HV-650 13 % (349mm) 5 %" (143mm) 15 15" (394mm)

HV-750 18 %47 (476mm) 5 %" (143mm) 15 ¥4 (394mm)
HV-1100 24 %47 (629mm) 5 %" (143mm) 15 15" (394mm)
Dimensions for the ESH do not include the electrical access panel, add 4” to ESH for Total Length

Hi-Velocity Air Pur. Syst. G F E
HE PS c/w Merv 11 Filt. 29" (737mm) 21" (533mm) 117 (279mm)

HE PS-1750 32" (813mm) 23" (584mm) 14” (356mm)

Filter Rack G F E
FR-50 Filter Rack 20” (508mm) 177 (356mm) 4” (102mm)

FR-70 Filter Rack 217 (533mm) 22" (559mm) 4” (102mm)
FR-100 Filter Rack 18" (457mm) 24” (610mm) 47 (102mm)
FR-140 Filter Rack 24" (610mm) 26” (660mm) 47 (102mm)

Standard 1” Filters G F E
FR/RA-50 Filter 18” (457mm) 14” (356mm) 1” (25mm)

FR/RA-70 Filter 18" (457mm) 18" (457mm) 1” (25mm)
FR/R-100 Filter 18” (457mm) 24" (10mm) 1” (25mm)
FR/RA-140 Filter 24" (610mm) 26" (660mm) 1” (25mm)

Return Air Base c/w Filter A B C D E
RA-50 24" (610mm) 185" @70mm) 144" 368mm) 1% " 286mm) | 21 %" (552mm)
RA-70 24" (610mm) 185" @7omm) 194" 495mm) 1% " 286mm) | 21 %" (552mm)
RA-100 24" 610mm) 18Y%” 470mm) 255" 48mm) 1% (28.6mm) | 21 ¥ (552mm)
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Energy Saving Products Ltd. established in 1983, manufactures the
Hi-Velocity Systems™ product line for residential, commercial and multi-family markets.
Our facilities house Administration, Sales, Design, Manufacturing, as well as Research &
Development complete with an in-house test lab. Energy Saving Products prides itself on
Customer Service and provides design services and contractor support.

For all of your Heating, Cooling and Indoor Air Quality needs, the Hi-Velocity
System is the right choice for you!

Small Duct Heating, Cooling and IAQ Systems

Build Smart, Breathe Easy

Hi-Velocity HE Fan Coils, Green Technology

PRODUCTS LTD

Phone: 780-453-2093
S Fax: 780-453-1932
L@HARDI Toll Free: 1-888-652-2219

www.hi—velocity.com



